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Specification

Product Introduction How to connect to the app

Operation

Press

°C ℉

Add Device

Next

A Button

Buzzer

A Button

B Button

Foldable Bracket

Scan and download before using

USB Charging Port
(5 V⎓1 A)

Vent

Carbon Dioxide

Indicator Light

Humidity

Temperature

Comfort Emoji

Power on Power off

Switch °C or ℉

Long press

Power on / off

Press
Backlight

Long press

Buzzer

Long press when off

Manual Calibration

Double press

EZ Mode

Press 3 times
AP Mode

B Button

A+B

Turn on the backlight

Entering Smart networking mode

Entering AP networking mode

Turn off

Turn on Turn off

Connection succeeded: the icon is always on.

Entering Smart networking mode: the icon flashes at a frequency of 1 second

Entering AP networking mode: the icon flashes at a frequency of 0.5 seconds

List of paired devices that have been removed from the APP:
the icon disappears.

Display

Home Smart Me

① ② ③

Green

Yellow

Red

Comfortable400 ~ 700 ppm

700 ~ 1500 ppm

> 1500 ppm

Normal

Bad

Note: The color of the indicator light 
and the change of comfort emoji are 
based on CO2 concentration.

+

CO2

Special statement: The illustrations of the products, accessories and user 
interface in the manual are all schematic diagrams and are for reference only. 
If there is a difference between the actual product and the schematic diagram 
due to product updates and upgrades, please refer to the actual product 
received and the manufacturer will not notify you separately.

CO2 Range:
CO2 Accuracy: 

Temperature Range:
Humidity Range:

Wireless Connection Type:
Produce Size:
Battery Spec:

Input:
Packing List:

400 ~ 5000 ppm
± (50ppm + 5%)
-10°C ~ 40°C (±1℃) / 14℉ ~ 104℉ (±1.8℉)
20 ~ 80 % RH (±5 % RH)
Wi-Fi (only for 2.4GHz Wi-Fi network)
83 × 83 × 32 mm
Built-in Lithium Battery (2400mAh)
5 V⎓1 A
Device × 1；User Manual × 1；USB Cable × 1

Note:
1）Do not expose the device to water, not place it in a high temperature 
environment exceeding 60°C, and keep it away from fire.
2) The device is a precision measuring instrument, and it is not allowed to 
disassemble it without authorization.
3) Do not place the device in an environment full of dust or corrosive gas for 
measurement.
4）When you stay it in the car, please do not place the device directly in the 
sun for a long time.
5) Automatic calibration: PTH-8 is equipped with NDIR dual channel sensors 
that self-calibrate the unit every 24 hours to obtain more accurate CO2 
concentration values.

Power off then press 
at the same time for 
3 seconds

Note：
Put it in a ventilated place to perform manual calibration data. 
Automatic calibration is completed after 200 seconds countdown. 
Make sure that no one gets close to it during the whole process.

Fully charged: the entire battery icon is 
always on.
Charging: the power grid in the icon flashes 
back and forth.
Low battery: the battery icon frame flashes.

Bluetooth

Location

Wi-Fi

Add Manually Auto Scan

Turn on the network 
configuration function 
of the device, then turn 
on Bluetooth, Wi-Fi and 
location services in your 
phone.

Click "Auto Scan" to 
scan and select the 
device to be searched, 
then click next.

Note:
1. In addition to the "Auto Scan" mode, you can also click "Add Manually" and 
follow the path "Sensors - CO2 Alarm - CO2 Detector (other)" to click on the 
corresponding icon and operate as prompted on the interface;
2. When the network is in good condition, sometimes after clicking Add Device, 
the app can also automatically pop up the connection window without clicking 
the automatic search;
3. During the connection process, because Wi-Fi is short-distance connection, 
it is necessary to ensure that the device and the mobile phone are within 30 
meters;
4. During the connection process, we need to ensure that the product and the 
mobile phone are in the same Wi-Fi environment (only for 2.4GHz Wi-Fi 
Network)；
5. The storage record of cloud data is two years;
6. When the Wi-Fi connection is finished, the data will be updated every 10 
minutes. Besides, when the CO2 value change exceeds 10ppm, the temperature 
change exceeds 1℃，the humidity change exceeds 5%, the product will 
updates the latest data as well.

Click the "Home" at 
the bottom, and click 
the "     " in the upper 
right corner or the 
"Add Device" button 
in the middle.


